
SCHEDA TECNICA 

 

Raccordi per tuboferro TUBOFIX 
 
Field of application 
 
repairs and modifications of plants without need of threading in place. 
 
Features 
 

o available in three figures: Male, Female and Double 
o Mechanical clamping of the pipe is assured by the stainless steel tapered ring that clutches 

the steel of the pipe. 
o The fitting’s generous length makes installation easy, allowing to make up for inaccurate 

and wrong measurements or cuts. 
 
Technical data 
 

o Body and locknut in OT58 UNI 5705/65 brass hotstamped and stress relieved after 
machining 

o AISI 303 UNI 6901/71 stainless steel ring 
o EPDM tapered seal 
o Siliconic rubber o-ring type seal for gas (available at request) 
o Working pressure 50 atm (*) 
o Working temperature from -20° C a +120° C 

 
Item and dimensions (mm) 
 

Maschio Femmina Doppio 

 
Art Size D L S Art Size D L S Art Size D L S 

7.91 3/8” 17,2 67 35 7.01 3/8” 17,2 65 35 7.51 3/8” 17,2 68 40 

7.92 1/2” 21,3 67 35 7.02 1/2” 21,3 65 35 7.52 1/2” 21,3 70 40 

7.93 3/4” 26,9 68 38 7.03 3/4” 26,9 68 38 7.53 3/4” 26,9 79 46 

7.94 1” 33,7 76 42 7.04 1” 33,7 76 42 7.54 1” 33,7 84 50 

7.95 1”1/4” 42,4 89 46 7.05 1”1/4” 42,4 81 46 7.55 1”1/4” 42,4 85 50 

7.96 1”1/2” 48,3 95 50 7.06 1”1/2” 48,3 88 50 7.56 1”1/2” 48,3 92 56 

7.97 2” 60,3 100 54 7.07 2” 60,3 96 54 7.57 2” 60,3 98 56 

 


